
FEATURES
•	 3500K	white	LEDs	provide	natural	light	that	works	great	
as	a	halogen	retrofit

•	 Linear	wall	washers	located	end-to-end	create	even	and	
powerful	wall	washing	effects	for	high	impact

•	 LEDs	save	energy	over	halogen	and	provide	a	warm	
white	light	that	is	not	achievable	using	high	intensity	
discharge	sources,	such	as	metal	halide	or	high	pressure	
sodium

•	 Long	life	LEDs	(up	to	60,000	hours)	save	labor	and		 	
maintenance	costs

•	 Adjustable	tilt	design	and	easy	installation	maximize	
on-site	flexibility

•	 Three	year	warranty

Warm	White
Wall	Washer

LW

Even, bright and efficient warm white linear lighting

LED	WALL	WAshEr	LinEAr	WArm	WhiTE
Long	life	LEDs	(up	to	60,000	hours)	save	labor	and	
maintenance	costs	–	great	retrofit	for	traditional	sources.	
Use	for	building	facades,	signs,	statuary,	backlighting,	
signs,	columns	and	textured	walls.
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LED waLL washEr LinEAr WArm	WhiTE
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12X1	=	12	LEDs,	15-3/4”,	21.6	watts
24X1	=	24	LEDs,	31-1/2”,	43.2	watts
36X1	=	36	LEDs,	47-1/4”,	64.8	watts		
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TEchnicAL	spEcificATions
Voltage	 120V	Ac,	60	hz
construction	 Aluminum	alloy	housing	and	integrated	driver	with	ip65	rating,	fully	sealed	for	use	in	wet	locations,	silver	

enamel	finish
mounting	 integrated	mounting	holes	in	legs/brackets
Dimensions									 h	=	5”	(maximum),	W	=	2-3/16”,	available	Lengths	=	15-3/4”	for	LW12x1,	31-1/2”	for	LW24x1,	47-1/4”	for	LW36x1
control	leads						 none,	not	designed	to	fade,	flash	or	create	shows
switching	 Use	switched	outlet	to	control	power	to	circuit
Light	output	 LW12x1-WW	=	900	lumens,	LW24x1-WW	=	1800	lumens,	LW36x1-WW	=	2600	lumens
Wattage	 LW12x1-WW	=	21.6	watts,	LW24x1-WW	=	43.2	watts,	LW36x1-WW	=	64.8	watts		
maximum	run						n/A	(not	linkable)	
LED	specs	 60,000	hour	rated	life,	high	power	(1-watt)	LEDs,	3500K,	25°	beam	angle
Dimmers	 not	dimmable
Diffuser	 clear	polycarbonate	lens
packaging	 White	box
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