
The Boca Nanolume is a very small pro� le line voltage � xture well suited to 
coves or task areas where space and energy consumption are constrained.  
Boca’s patented Clean Dim* technology ensures even dimming from 0-100%.  
The Nanolume can be fabricated with a range of color temperature choices, 
a� ording a multitude of options. The housing is high temperature ABS plastic 
with a durable silver � nish making it tempertature and abrasion resistant.  

* Patent Pending

Wattage ....................................................................  4 or 8  watts per linear ft. (model dependent)  

Input Voltage ................................................................................................................................. 120VAC

Input Current ........................................................................................................ Model dependent  

Control .......................................................................................   Standard line voltage dimming

Driver Type ..................................................................................................... Constant Current Power  

LED Spacing, per strip ................................................................................................... 5/8”, on center 

Fixture Length ........................................................................................... 12”- 72” in 4” increments

                                             ..................allow 1/4” for each end cap and 1” for power feed cable

Fixture Width ....................................................................................................................................... 1.04” 

Total Height (not including clip) .................................................................................................. 0.69”  

Mounting ............................................................................................................................................  Fixed 

Color Options ........................ 2700K, 3000K, 3500K, 4000K, 5000K, amber, red, green, blue 

Optics available ................................................................................................................................... 120°

Color Rendering Index (CRI) ........................................................................................................ 85 CRI

•  Compact, variable light � xture  for interior use

•  Fixture comes in 4” increments - 8” minimum.

•  Many options in color temperature to suit a range of projects - call factory 

    for additional options

•  EMI Filter available upon request - call factory for more information

•  Uses standard line voltage dimming

•  Contact Boca Flasher for tips on custom installations

•  Interior installations only

PROJECT:_________________________________
                                        

TYPE:____________________

Options:

Soft Di� used Lens 

= D 

(Available by 

special request 

only)

Voltage:

90-120VAC = 120V

230-277VAC = 277V*

*Pending. Contact Boca 

for more infomration.

Color Option:

 2700K, 3000K, 

3500K, 4000K, 

5000K, amber 

red, green, blue 

Optic Finish:

Clear Anodized 

Aluminum= A

NanoLume 120°

Power:
4 watt = 4W
8 watt = 8W

A

FLASHERB CA

8”-60”, in 4” increments

1.04”

.69”

Nanolume
Micro Pro� le LED Task and Cove Fixture
Dimmable monochromatic line voltage fixture for use as a 
task light or in a cove.

Key Features

Mounting Options

We are constantly improving our fixtures and reserve the right to change options and specifications.  Additional information & details at www.bocaflasher.com.  
For specific requirements, contact your Boca sales representative.
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