
The Boca HPCCS is a small pro� le � xture well suited for many lighting situ-
ations where both space and locating transformers are concerns, but color 
changing is required.  This line voltage version eliminates the need for sec-
ondary transformers, making installation contractor friendly.  The HPCCS uses 
Boca’s patented technology* for RGB additive color mixing.  The housing is 
anodized aluminum with a durable � nish making it weather and abrasion re-
sistant.  It is UL Listed for dry or damp/wet location (model dependent).
* Patent Pending

Wattage ................... Per linear ft:  Triple Diode= 12watts,    White Mixing= 16watts,   RGB= 24watts  

Input Voltage ........................................................................................... 90-120VAC or 230-277VAC

Input Current .......................................................................................................... Model dependent  

Control.................................................................................................................... Standard DMX 512
Power Cable Length .................................................................................................... UL Standard 6ft

DMX Cable Length ..............................................................................................  Standard 5ft In/Out

LED Spacing, per strip ................................................................................................ 1.0”, on center 

Fixture Length ...................................................................................................... 12.41”, 24.31”, 48.11”                              

Fixture Width ..................................................................................................................................... 2.70” 

Total Height (not including clip) ................................................................................................ 2.11”  

Mounting ............................................................................................................................................  Fixed    

Color Options .................................. Alternating RGB, Triple Die RGB, Optics, White Mixing 

Optics available ................................................. 10°, 24°, 36°, 10°x45°, 13°x38 ° (white only), 120 °

Exterior Wet Listing Options .......................................................................  IP65, IP68

PROJECT:_________________________________
                                        

TYPE:____________________

•  Compact, rugged, linear � xture easily integrates into many applications

•  Now available with triple die RGB boards and Satin Ice di! user for direct

    view application

•   Many options in optics, color temperature, and accessories to suit a range 

    of projects - call factory for additional options

•   Simple installation using conventional wiring

•   Clear or soft di! used lens

•   EMI Filter integral

•   Uses standard DMX 512 controls

•   Contact Boca Flasher for tips on custom installations

Color Option:
RGB 

Triple diode RGB = 

TRGB* (*Pending),

White mixing = WM* 

(*See above right)

Optic:
10°,    24°,  36°, 

10°x45°, 13°x38° 

(white only)°, 120°

HPCCS

Options:
Soft Di! used Lens= D

Satin Ice Lens = SI

Location:
Interior = I

Exterior (IP65) = E
Wet (IP68) = W

Voltage:
90-120VAC = 120V

230-277VAC = 277V

Mounting: 
Fixed = F
Hinge = H

(Check Factory 
for availability)

Finish:
 Clear Anodized 
Aluminum= A

(Check other op-
tions with Factory)
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HPCCS
Small Profile Color Changing LED Fixture

Small Profile DMX controlled RGB fixture 

We are constantly improving our fixtures and reserve the right to change options and specifications.  Additional information & details at www.bocaflasher.com.  
For specific requirements, contact your Boca sales representative.
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Fixed Spring Clip Bracket

Key Features

Mounting

Technical Speci� cations

 Project Speci� cation

White Mixing Options

Hinge Bracket

•  If specifying WM indicate white options here:

•  White options are: 2700°K, 3000°K, 3500°K, 4000°K, 5000°K, amber

•  Up to three di! erent options can be speci� ed.
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