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Construction:
• Extruded aluminum housing with satin anodized finish
• Low profile design with lengths ranging from 20" to 50"
• Proprietary optics are UV stable and optimized for transmission
• Numerous stainless steel and aluminum mounting solutions

Electrical:
• Dimmable, high flux LEDs availalble in either 3000K or 4000K
• Solid state low voltage luminaires powered with 24V DC
• Electronic power supplies can be remotely mounted up to 32' **
• UL listed for wet locations: IP65 rating

Performance:
• Average rated LED life of 50,000 hours @ 70% lumen output* 
• IES files can be downloaded at www.electrix.com
• All values below are based on initial lumens per foot

L140W  LumiLine |  Wet 

32 FT. POWER FEED CABLE

Standard 
Watts/FtOutput 3000K white 4000K white
5 watts/ft 258 lumens/ft 308 lumens/ft

10 watts/ft 516 lumens/ft 617 lumens/ftHigh 

1 1/4"

1 7/8"
(48 mm)

(32 mm)

2"
(50 mm)

*  To ensure proper performance, ambient temperature around luminaire should 
    not exceed 140F.  Architectural details should include ventilation around fixture.
** If EMI is a consideration, recommended remote driver distance is 15’



Horizontal
Mount

Swivel
Mount

Vertical
Mount

MOUNTING OPTIONS:

Clips mount anywhere 
along luminaire

1 1/4"
(32 mm)

1 5/8"
(41 mm)

1 1/4"
(32 mm)

2 1/2"
(63 mm)

1 7/8"
(48 mm)

2"
(51 mm)

1 1/4"
(32 mm)

2"
(51 mm)

The L140W series is UL listed for wet locations. The fixture was designed for exterior 
down light applications with minimal space limits. The L140W is not submersible and 
should not be mounted in conditions where standing water will collect on the lens.
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L140W
05 - 5 watts
per linear ft

10 - 10 watts 
per linear ft

05    - 5 degree
60M - 60 degree lens   
   with micro glare
          control louver
60C  - 60 degree    
   Clear Lens
90F  - 90 degree lens   
   with satine diffuser
          (92% Transm.)

20 - 20 3/4" actual
30 - 30 3/4" actual 
40 - 40 3/4" actual 
50 - 50 3/4" actual 
 

W3 - 3000K White
W4 - 4000K White

LENGTH PRODUCT LED COLOR OPTICPOWER
HW  - Horizontal Mount Wet
V      - Vertical Mount
S      - Swivel

MOUNT

PRODUCT INFORMATION:

LEADER FEED CABLE:

LFC-S32:  32 ft. primary feed cable 
with straight connector.
One required per LED feed.

POWER CABLE ACCESSORIES:

LEADER FEED CABLE:

LFC-A32:  32 ft. primary feed cable 
with right angle connector.
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LED POWER SUPPLIES - WET LOCATION

96W MAX POWER SUPPLY MODEL: PS96-W MODEL: PS96D-W dimmable

288W MAX POWER SUPPLY MODEL: PS288-W MODEL: PS288D-W dimmable

5 1/4"

11"

15"

5 1/4"

11"

15"• wattage output: 1W (min) to 96W (max)

• input voltage: 120V-277V AC output voltage: 24V DC

• maximum remote driver distance is 32'. **

• dimming driver requires a 0-10V control interface 

 (by others)1 

• IP65 rating 

• wattage output: three (3) 96W channels

• input voltage: 120V–277V AC output voltage: 24V DC

• maximum remote driver distance is 32'. **

• dimming driver requires a 0-10V control interface 

 (by others)1

• IP65 rating 
5 1/4"

11"

15"

1 3/4"

2 1/2"

13 3/4"

1 Contact the factory for dimming wire diagram

** The remote mounting distance may be exceeded. However, precaution for site condition of electromagnetic interference (EMI) and voltage drop must be considered.
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