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COOPER LIGHTING

HALO®

D E S C R I P T I O N

E N E R G Y D ATA

D I M E N S I O N S

H800E
H800E-347

H802E
H802E-347

H803E
H803E-347

7" Aperture

Non-IC Housing

Compact Fluorescent

RECESSED DOWNLIGHTING

5 5/16" 
[135mm]

7 3/8" [187mm]

The Halo H800E, H802E and
H803E  Compact Fluorescent
housings offer high performance
with two horizontally mounted,
electronic ballasted, Double Twin
Tube, 4-Pin compact fluorescent
lamps.For non-insulated ceilings.
Insulation must be kept 3" from
housing on all sides and top.

Ref lector

.040 spun aluminum with clear
specular Alzak® reflector. Choice
of Albalite, Drop Opal or Fresnel
lens trims secured with torsion
springs.

Plaster  Frame

Precision die stamped steel frame.
Bar Hanger brackets on four sides.

Trim supports adjust  3/4" to
accommodate different ceiling
thicknesses.

Junct ion  Box

Listed for eight #12AWG (four in,
four out) 90°C conductors feed
through branch wiring. Five 1/2"
and two 3/4" knockouts. Access to
junction box and ballast from
below ceiling is by removing
reflector.

Bar  Hangers

Two piece bar hangers
accommodate joist spacing up to
24". Bar hangers can be
repositioned 90° to simplify
clearance for wiring.

Socket

Socket assembly for two 13, 18 or
26 watt Double Twin (Quad) Tube
(DTT)  compact fluorescent lamps. 

Ballast

Electronic ballast is universal
voltage 120V-277V, provides
flicker free and noise free
operation and quick starting. High
ballast factor provides full light
output while high power factor
and low THD provide efficient
electronic operation. End of life
protection, sound rating A and
FCC non-consumer ratings are
also standard.

Labels

UL/cUL Damp Location Listed
UL/cUL Feed Through 

5-5/16”
(135mm)

7-3/8” [187mm]
Ceiling Opening

9”
(229mm)

13”
(330mm)

Housing Wattage Voltage CFL Lamp Type Generic Lamp Sockets Ballast Lamp 
Designation

H800E (2) 13W 120/277V DTT (Quad Tube) CFQ13W/G 24q G24q-1 (4-pin) Electronic Not included

H800E-347 (2) 13W 347V DTT (Quad Tube) CFQ13W/G 24q G24q-1 (4-pin) Electronic Not included

H802E (2) 18W 120/277V DTT (Quad Tube) CFQ18W/G 24q G24q-2 (4-pin) Electronic Not included

H802E-347 (2) 18W 347V DTT (Quad Tube) CFQ18W/G 24q G24q-2 (4-pin) Electronic Not included

H803E (2) 26W 120/277V DTT (Quad Tube CFQ26W/G24q GG24q-3 (4-pin) Electronic Not Included

H803E-347 (2) 26W 347V DTT (Quad Tube CFQ26W/G24q GG24q-3 (4-pin) Electronic Not Included

H 8 0 0 E

(2) 13W DTT, 4-Pin CFL

Lamp Type: CFQ13W/G 24q
Ballast: 120V to 277V Electronic, Universal

Voltage
Input Watts: 32W
120V Line Amps: 0.27A
277V Line Amps: 0.12A
Power Factor: >98%
Ballast Factor: 0.98
Min Start Temp: -0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 

Non-Consumer

H 8 0 0 E 3 4 7

(2) 13W DTT, 4-Pin CFL

Lamp Type: CFQ13W/G 24q
Ballast: 347V Electronic
347V Input Watts: 33
347V Line Amps: 0.10A
Power Factor: >98%
Ballast Factor: 0.98
Min Start Temp: -0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 

Non-Consumer

H 8 0 2 E

(2) 18W DTT, 4-Pin CFL

Lamp Type: CFQ18W/G 24q
Ballast: 120V to 277V Electronic, Universal

Voltage
Input Watts: 40W
120V Line Amps: 0.34A
277V Line Amps: 0.15A
Power Factor: >98%
Ballast Factor: 0.98
Min Start Temp: 0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 Non-

Consumer

H 8 0 2 E 3 4 7

(2) 18W DTT, 4-Pin CFL

Lamp Type: CFQ18W/G 24q
Ballast: 347V Electronic
347V Input Watts: 38
347V Line Amps: 0.11A
Power Factor: >98%
Ballast Factor: 0.98
Min Start Temp: -0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 

Non-Consumer

H 8 0 3 E

(2) 26W DTT, 4-Pin CFL

Lamp Type: CFQ26W/G 24q
Ballast: 120V to 277V Electronic, Universal

Voltage
Input Watts: 56W
120V Line Amps: 0.49A
277V Line Amps: 0.21A
Power Factor: >98%
Ballast Factor: .98
Min Start Temp: 0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 

Non-Consumer

H 8 0 3 E 3 4 7

(2) 26W DTT, 4-Pin CFL

Lamp Type: CFQ26W/G 24q
Ballast: 347V Electronic
347V Input Watts: 57
347V Line Amps: 0.17A
Power Factor: >98%
Ballast Factor: 0.98
Min Start Temp: -0°F/-18°C
THD: <10%
Sound Rating: A
EMI/RFI: FCC 47CFR Part 18 

Non-Consumer

•  Non-IC
•  May be used in insulated

ceiling but insulation
MUST be kept 3" from all
sides of the fixture

•  Universal Voltage 120V-
277V

• Electronic Ballast
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COOPER LIGHTING

HALO®

810

White Trim with Clear Specular
Reflector

810 -  Specular  Ref lector

• Full reflector
• Lamps:

OD:
8-1/4" [210mm]H800E

(2) 13W DTTH800E-347
H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

H800 Series

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

804

White Trim with Clear Anodized
Crossblade Louver

804P

White Trim with White
Crossblade Louver

804

Crossblade  Louver

• Crossblade louver provides sharp  cutoff
to lamps

• Lamps:

OD:
8-1/4" [210mm]

810BA

White Trim with Black Baffle
810WB

White Trim with White Baffle

810

Baf f le

• Choice of black or white baffle with
reflector

• Lamps:

OD:
8-1/4" [210mm]

800P

White Trim with Frosted Albalite
Lens

800

Alba l i te  lens

• Regressed frosted glass albalite lens
• Wet Location Listed for use in showers
• Lamps:

OD:
8-1/4" [210mm]
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COOPER LIGHTING

HALO®

H800 Series

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

801P

White Trim with Drop Opal Lens

801

Drop Opal  Lens

• Regressed frosted Opal Lens
• Wet Location Listed for use in showers
• Lamps:

OD:
8-1/4" [210mm]

803P

White Trim with Fresnel Lens

803

Fresnel  Lens

• Regressed Fresnel Lens
• Wet Location Listed for use in showers
• Lamps:

OD:
8-1/4" [210mm]

H800E
(2) 13W DTTH800E-347

H801
H801HP

(2) 28WDTTH801-277
H801-347HP  
H802E

(2) 18W DTTH802E-347
H803E

(2) 26W DTTH803E-347

810P

White Trim with White scoop
and Black Baffle

810WW

Wal l  Washer

• Scoop wall wash trim with black baffle
• Lamps:

OD:
8-1/4" [210mm]

rod
Purchase at www.GoodMart.com or call
877-402-6100




