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8.5A19/LED/827/CL/ND 120V 10/1

LED Lamps are a perfect fit for general lighting applications.
Compatible with most existing fixtures and designed as a
retrofit replacement for incandescent and halogen lamps,
LED Lamps deliver huge energy savings and minimize

maintenance cost

PHILIPS



LEDLamps

Product data

* General Information Voltage (Nom) 120 vV
Cap-Base E26 [ Single Contact Medium Screw]
Bulb Shape A19 (A19) * Temperature
Nominal Lifetime 10000 h T-Case Maximum 90 °C
(Nom) (Nom)
Switching Cycle 50000X
B50L70 10000
* Controls and Dimming
* Light Technical Dimmable Yes
Color Code 827 [ CCT of 2700K]
Initial lumen (Nom) 800 Im * Mechanical and Housing

Luminous Flux 800 Im
(Rated) (Nom)
Color Designation Warm White (WW)

Bulb Finish Clear (CL)

Correlated Color 2700 K » Approval and Application

Temperature (Nom) Energy Saving Yes

Luminous Efficacy 94.12 Im/W Product

(rated) (Nom) Suitable For Accent No

Color Consistency ANSI 2700K Lighting

Color Rendering 80 Energy Efficiency A+

LLMF e End OF 70 % Label (EEL)

Nominal Lifetime ° Energy Consumption 8.5 kWh
kWh/1000 h

(Nom)

Product Data
Order product name  8.5A19/LED/827/CL/ND 120V

Operating and Electrical

Input Frequency 60 Hz
EAN/UPC - Product 046677462321
Power (Rated) 85w Order code 462325
(Nom) Numerator - Quan- 1
Lamp Current (Nom) 130 mA .
Wattage Equivalent 60 W tity Per Pack
Numerator - Packs 10

Starting Time (Nom)  0.5s
Warm Up Time To 05s
60% Light (Nom)

Power Factor (Nom) 0.5

per outer box
Material Nr. (12NC) 929001212604
Net Weight (Piece) 0.076 kg

Dimensional drawing

D CL Bulb A19 60W Non-ES* 10Khrs NAM

Product C D

8.5A19/LED/827/CLUND 120V 113 mm 61 mm
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Photometric data

General Uniform Lighting

Bulb 8.5w 2700K E26A19 9290012126
1x 800 Im
Polar intensity diagram Quantity estimation diagram UGR diagram
150 180° 150° nr. of luminaires
Praors 28 M | i T froom: 28m
Reflectances: 0.70, 0.50, 020 ‘ 1125 Reft 070050020
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 053 Reflectances (%) for ceiling, walls and working plane (CIE) pane| 00| 150( 300 4s0| eoo| 70| 0]
Service downward 047 Room ™50 "0s0 | 070 070 070 070 | 050 050 | 030 030 | o0 o
Index | 050 050 | 050 050 050 030 | 030 00 | 030 010 | 000 450 11604 11604 11604 116041 11604 116041 11604
CIE flux code. 19 49 75 47 100 K 030 010 | 030 020 040 010 | 040 010 | 00 010 | 000 SO0} 10254 10254] 10254 ] 10254 ) 10254| 10254] 10254
ss0[_own| o[ own| swn san sani| eamr
UGRcen (4Hx8H, 0.25H) 23 060 | 033 032 | 030 029 029 022 | 08 013 | 014 010 | 005 00| 9146) 9148| 9146| 9148) 9148] 9148| 914e)
080 | 042 040 | 039 038 036 029 | 024 019 | 019 015 | 008 50 0007| 0807 8007, 0807 8007 66071 8ao7)
100 | 050 046 | 045 044 042 035 | 029 024 | 023 019 | o1t 700 ours|_sars| ours| sars| ears| sars| eurs]
125 | 058 053 | 052 050 048 041 | 034 029 | 027 023 | 014 750] esut| wsat | asn| eson | ssni| esoi| esm
2o | o ais | oak 06 oi 0ss | ok o4 | ase 032 | on T S
& «
250 | 079 070 | 071 068 064 058 | 049 045 | 040 036 | 024 850| 8705\ 6705\ 6705| 70| B705| B705| 6705
300 | 084 073 | 076 071 067 062 | 052 048 | 042 039 | 026 200 ) sei] sl wn) aor) sl sen
400 | 050 078 | 081 076 072 067 | 056 053 | 046 044 | 029 (cd/m’)
500 | 094 081 | 085 080 075 071 | 059 036 | 049 046 | 031
Ceiling mounted
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