™ . Job Name: Fixture Type:
Accentlight open Aperture i MR16
T gu @ \@ Mounting

Ceiling (Ref)—m

Plaster Frame——

Skim Coat

Plaster Frame Detail

7.3125"

Trim

Ceiling Cut-out : 5.0000" x 5.0000"

‘ 14.2180" |

Flange Trim Detail

Trim Flange : 5.5625" x 5.5625"

=—Ceiling (Ref)

Aperture: 4.3125" x 4.3125"

-1-M6 -

Trim Type

Trim Type
[] VAP Plaster
[ ] VAF Flange

Wattage Trim

Finish
Wattage Trim Finish
[]20 [ ] W white

[]37 [ ] B Black

[]50

/B-NX-

Voltage

Voltage

] 1(120v)
] 2(277v)

Description

Recessed Open Aperture Accent fixture.
Adjustable lampholder. One MR16 lamp.
Flanged or plaster frame trim. Multiple lens
and trim color options available.

Features

- The VersalLux system provides access
from below the ceiling to the transformer
and wiring compartment for servicing.

- Plaster frame trim provides 0.062" reveal
to minimize skim coat cracking.

- Integral Thermal Protection.

Fixture Specifications
Dimensions: 14.218"L x 7.312"W x 5.468"H
Weight: Approx.10 lbs.

Electrical

- Power consumption: 50 watts max.

- Ambient temperature 90° F. maximum.
- Integral toroidal transformer.

- Through branch wiring capable.

- 120 VAC or 277 VAC.

- UL listed.

Mounting

Universal mounting brackets included.
Contact factory for special ceiling
conditions.

Ceiling Cutout: 5.000"L x 5.000"W

Photometry, refer to page 2.
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All designs and scaled drawings shall remain the property of STARFIRE LIGHTING, INC., and may not be reproduced or transmitted without expressed written consent. STARFIRE
LIGHTING, INC. reserves the right to make changes on approved designs to facilitate manufacturing methods to the extent that such changes do not compromise design integrity.
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Versalux series va
Accentlight Open Aperture

A MR16
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1 Lamp Photometrics
50 Watt MR16, 38° Flood
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Clear Lens

Photometry reports for other
fixture configurations, consult factory
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Total Luminaire Efficiency: 78.00%

Candela Distribution

Zonal Lumen Summary

0 15 30 45 60 75 90 5 73

0 1581 1581 1581 1581 1581 1581 1581 10 136

5 1523 1530 1529 1529 1528 1532 1528 15 159

10 1432 1430 1425 1432 1427 1427 1424 20 98

15 1117 1123 1120 1121 1123 1117 1121 25 30

20 525 523 525 526 525 527 528 30 20

25 129 130 129 129 129 129 128 B 2

30 73 72 72 72 71 72 72 40 25

35 76 76 76 76 76 75 77 45 20

40 70 70 70 70 70 71 71 50 17

45 51 51 51 51 51 51 51 55 9

50 40 40 40 40 39 40 40 60 3

55 20 21 20 20 21 21 20 65 1

60 6 6 6 6 6 6 6 77 0

65 2 2 2 2 2 2 2 75 0

70 1 1 1 1 1 1 1 80 0

75 0 0 0 0 0 0 0 8% 0

80 O 0 0 0 0 0 0 90 0

85 0 0 0 0 0 0 0

90 0 0 0 0 0 0 0

Utilization

RC 80 70 50 30 10 Flux
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
0 9 94 94 94 92 92 92 92 88 88 88 84 84 84 81 81 81 79
1 90 88 87 85 88 87 85 84 83 82 81 81 80 79 76 76 76 75
2 87 83 81 78 85 82 79 77 79 77 76 77 76 T4 72 72 72 71
3 83 79 75 73 82 78 75 72 76 73 71 74 72 70 68 68 68 68
4 80 75 71 68 79 74 71 68 72 69 47 71 68 66 65 65 65 65
5 77 71 68 45 76 71 47 b4 69 b6 b4 68 65 63 62 62 62 62
6 74 68 b4 61 73 68 b4 61 67 63 61 65 63 61 59 59 59 59
7 71 65 61 59 70 65 61 59 64 61 58 63 60 58 57 57 57 57
8 69 63 59 56 68 62 59 56 62 58 56 61 58 56 55 55 55 55
9 67 60 57 54 66 60 56 54 59 56 54 59 56 54 53 53 53 53
10 65 58 55 52 64 58 54 52 57 54 52 57 54 52 51 51 51 5
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