TORK ALERT " SIGNALING DEVICES

HEAVY DUTY BELLS
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APPLICATIONS

For durable operation and dependable performance, expe-
rienced specifiers and installers can select TORK ALERT
vibrating models in 4", 6", and 10" sizes. AC and DC mod-
els available for indoor or outdoor installations.

FEATURES

¢ High sound output with low current draw.

¢ Constructed of steel gong and cast aluminum housing.

e Screw terminals permit fast in-out field wiring of 12-22
AWG wire.

ORDERING INFORMATION & SPECIFICATIONS

BELLS — DAWN MIST COLOR

™

DIMENSIONS
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4" BELL
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173 DIA. CSK 80° TO 82°
TO 11/32" DIA. - 4 PLACES

6" BELL

i

— 314 |

173 DIA. CSK 80° TO 82°
TO 11/32" DIA. - 4 PLACES

AC VIBRATING BELLS 3o conmrom
Input Typlcal TO 11/32" DIA. — 4 PLACES
Shell Current dB
Model Number | Size Voltage AMPS @ 10 Ft ORDERING INFORMATION & SPECIFICATIONS
TA 340-4G5 4" 24 VAC 0.320 81-90 BELLS — RED
TA 340-4N5 4" 120 VAC 0.065 81-90
TA 340-6G5 6" 24 VAC 0.320 81-95 AC VIBRATING BELLS I : Tvoical
p npu ypical
TA 340-6N5 6 120 VAC 0.065 81-95 Shell Current dB
TA 340-10G5 10" 24 VAC 0.320 84-98 Model Number | Size Voltage AMPS @ 10 Ft
TA 340-10N5 10" 120 VAC 0.065 84-98 TA 434-4N5 4" 120 VAC 0.065 81-90
AC SINGLE STROKE BELLS TA 434-6N5 6" 120 VAC 0.065 81-95
TA 332415 7 | 120 VAC 0.120 7583 TA 434-10N5 10" | 120VVAC 0.065 84-98
TA 332-6N5 6" | 120 VAC 0.140 75-85 DC VIBRATING BELLS
TA 332-10N5 10" | 120 VAC 0.140 75-90 TA 434-4G1 4" |21-30vDC | 0.110 84-92
TA 434-6G1 6" 21-30 VDC 0.110 84-97
EAC4;/5| EZ-ATING BGELlez VDG 0.180 84.97 TA 434-10G1 10" 21-30 VDC 0.110 87-104
- - DC SINGLE STROKE BELLS
TA 435-6G1 6" 21-30 VDC 0.110 84-97
TA 333-4G1 4" 21-30 VDC 0.360 75-83
TA 435-10E1 10" 12 VDC 0.180 87-104
TA 333-6G1 6" 21-30 VDC 0.360 75-85
TA 435-10G1 10" 21-30 vDC 0.110 84-104
TA 333-10G1 10" 21-30 VDC 0.360 78-92
MOUNTING OPTIONS
SURFACE OUTDOOR CONCEALED SEMI-FLUSH
NEMA 3R CONDUIT
]
order order order order
TA-BBSFt ! TA-WBBFt TA-ADPFt TA-SFPFT

TAvailable in Red - add suffix R to catalog number.
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