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Self contained transformer and relay with SPST dry con-
tacts rated at 20 Amp 120VAC, 230VAC, or 277VAC.
Internal power source provides for low voltage control of
line voltage contacts, thus eliminating the need for a
separate step down transformer.

APPLICATIONS
Low voltage switching of line voltage lighting circuits up
to 20 Amp ballasts, tungsten or resistive loads. Also up
to 1.5 HP motors for ventilating and exhaust fans.
For simple installation of low voltage wiring between 3-way
switches.
Low voltage switching by digital or mechanical controls for
higher amperage loads including those of two different
voltages.

SPECIFICATIONS
Contacts: SPST Dry Contacts
Contact Rating: 20 Amps Ballast

20 Amps Tungsten (at 120VAC)
20 Amps General Purpose
1.0 Horsepower @ 120VAC
1.5 Horsepower @ 230VAC

Temperature Range: 0° to 150°F (–18° to 66°C)
Size: Single TRP – 2-3/4” x 1-1/2” x 1-5/8” – can be
mounted in standard junction box or recess lighting
fixture.
Weight: 7 oz.

ORDERING INFORMATION

Input Voltage Single TRP Group of 4 Group of 8

120 VAC TRP 1 TRP 400 TRP 800

277 VAC TRP 2 TRP 402 TRP 802

230 VAC TRP 5 TRP 405 TRP 805

TRANSFORMER RELAY POWERPACKS

For multi-channel digital controls, TORK offers TRPs which
are available in groups of 4 or 8 – conveniently prewired in
metal enclosure.

TRP

ENCLOSURE DIMENSIONS
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Surge Suppressor
For High Electrical Noise Interference
Recommended for all digital controls
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