
Model#:MB-1
High-Bay or Industrial Setting

Sensor Bracket

Installation Instructions

The MB-1 Sensor Bracket allows an occupancy sensor to be
mounted in high-bay and industrial settings such as warehouses.

The MB-1 features an L-shaped bracket that can mount to a variety of
structures, structure supports, and fluorescent fixtures.

The bracket has an adjustable mounting plate with wire holes and
screw holes to allow use with many of the Watt Stopper’s sensors.
Mounting screws are provided for Watt Stopper CI sensors.

A bubble level on the mounting plate is used for initial leveling.
Preset locking positions allow for precise angle adjustments, if any
(horizontal, 33° from horizontal, vertically, and 12° from vertical)
(refer to the installation instructions for the sensor used). 

Installation

1. If using a CX sensor, remove its mounting post bracket by rotating
clockwise.

2. Attach sensor to the mounting plate:

• Thread the wires from the sensor through the appropriate hole in
the mounting plate so that the wires will not be crimped or pinched
when the sensor is attached.

• CX sensors: Line up the screw holes on the mounting plate with
the dimples on the back of the sensor and attach the sensor
with the 1/4" self-tapping screws provided with the sensor (this
avoids potential damage to internal components).

• CI sensors: Line up the screw holes on the MB-2 with the screw
holes on the outside rim of the sensor and attach the sensor
with the provided long-screws.

• Sensors that use 1/2" threaded post for mounting: Insert the
mounting post through the large hole in the mounting plate and
secure it with the post’s nut.

3. Adjust the mounting plate to the horizontal preset position (0°):
Loosen the wingnut, adjust the plate, then retighten the wingnut.

4. Secure the MB-1’s L-shaped bracket to the mounting location with
appropriate screws. If mounting to a fluorescent fixture, be careful
not to screw or drill into the ballast.

5. Use the bubble level and adjust the bracket by bending or using
spacing washers (not supplied) as needed to level the bracket.

6. If a different preset locking angle for the sensor is desired, (see the
installation instructions for the sensor used), adjust the plate as in
step 3, above.
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